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1
GARDEN SHEARS

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to garden shears, and more
particularly to garden shears that are capable of preventing
cutting stress focusing on a single pivot to improve cutting
efficiency and reduce cutting-induced exhaustion.

2. Description of the Related Art

Currently, the typical cutting shears structure has two
members pivoted together which respectively have two
handles at one end and two symmetric blades facing each
other placed at the opposite ends. When the handles are
pressed together, the blades are capable of shearing an object
between the blades. However, when using typical cutting
shears for the trimming of plants, it is common to add an anvil
atone end of the blade to improve the cutting efficiency of the
garden shears, which can not only increase cutting strength
but also provides a stronger gripping strength. However, in
order to ensure strong structural strength, the blade and the
handle both need to be heavy, which causes inconvenience
and leads to higher costs. Further, the shears only have one
pivot connection which causes cutting stresses to concentrate
at the pivot connection.

Therefore, it is desirable to provide garden shears to miti-
gate and/or obviate the aforementioned problems.

SUMMARY OF THE INVENTION

An objective of the present invention is to provide garden
shears.

In order to achieve the above-mentioned objectives, the
garden shears of the present invention comprises a pressing
handle member, a blade member and a gripping member. The
pressing handle member has two symmetric pressing handle
elements sandwiching a separator. The separator and the
pressing handle elements each respectively have a shaft aper-
ture and a first pivot aperture at a middle section thereof. The
separator has an anvil formed on one side of the first pivot
aperture. A first slot is disposed in the separator and is spaced
from the anvil towards the shaft aperture. Enforcing strips are
provided on external side surfaces of the anvil by way of the
pressing handle elements, which provide extra strength for
the anvil. A limiting recess with a relatively larger diameter is
formed on the shaft aperture in the separator, and a nut is
disposed in the limiting recess and sandwiched between the
separator and pressing handle element; a bolt passes through
the shaft apertures and threads onto the nut. The blade mem-
ber is inserted in the first slot of the separator and pivoted onto
the bolt that is disposed through the shaft apertures of the
pressing handle member by way of a first through aperture in
the blade member. A blade is formed on the blade member and
faces towards the anvil. An adjusting slot is formed in the
blade member on a side of the through aperture opposite to
that of the blade. Two connecting members are slidably
coupled to the adjusting slot, and the adjusting slot has a
sidewall with at least four undulating sections or portions,
such that the connecting members are able to move along the
undulating sidewall for positional adjustment. The gripping
member has two symmetric handle elements sandwiching an
assembly member. One end of each handle element has a
second pivot aperture; a pin is placed through the second pivot
apertures and the first pivot apertures of the pressing handle
member. The gripping member also has a second through
aperture disposed on an inner side of the gripping member
with respect to the second pivot apertures and a joint is placed
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through the second through aperture and the connecting aper-
tures of the connecting members.

With the above-mentioned structure, the following benefits
can be obtained: 1. because the pressing handle member has
the pressing handle elements sandwiching the separator and
the blade member pivoted onto one end of the separator, and
the gripping member uses the gripping handle elements sand-
wiching the assembly member, the pivot connection between
the pressing handle member and the gripping member pro-
vides a cutting structure with greater structural strength. 2.
The pressing handle member and the gripping member rotate
around the first pivot apertures and the pressing handle mem-
ber and the blade member rotate around the shaft apertures
such that the cutting stress is not concentrated at a single pivot
connection, which can improve the cutting efficiency and
reduce the cutting-induced exhaustion.

Other objects, advantages, and novel features of the inven-
tion will become more apparent from the following detailed
description when taken in conjunction with the accompany-
ing drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of an embodiment of the
present invention.

FIG. 2 is a first perspective exploded view of an embodi-
ment of the present invention.

FIG. 3 is a second perspective exploded view of an embodi-
ment of the present invention.

FIG. 4 is a cross-sectional view of an embodiment of the
present invention.

FIG. 5 is a first schematic drawing of a cutting movement
according to an embodiment of the present invention.

FIG. 6 is a second schematic drawing of a cutting move-
ment according to an embodiment of the present invention.

FIG. 7 is a cross-sectional view of a shaft aperture accord-
ing to an embodiment of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

Please refer to FIG. 1, FIG. 2 and FIG. 3. A garden shears
structure comprises a pressing handle member 10, a blade
member 20 and a gripping member 30. The pressing handle
member 10 has two symmetric pressing handle elements 11a,
115 sandwiching a separator 12. The pressing handle ele-
ments 11a, 115 and the separator 12 all have a plurality of
assembly apertures A, and a plurality of the securing pins 13
that respectively pass through the assembly apertures A to
sandwich the separator 12 between the two pressing handle
elements 11a, 115. The separator 12 is made of plastic or
elastic materials, such as rubber. The separator 12 and the
pressing handle elements 11a, 115 each respectively have a
shaft aperture 111, 121 and a first pivot aperture 112,122 ata
middle section. The separator 12 has an anvil 14 formed on
one side of the first pivot aperture 122. The anvil 14 has a
toothed arced surface 144, and a cutting slot 141 is formed
along a centerline of the arced surface 144. A first slot 15 is
disposed in the separator 12 and extends from the anvil 14
towards the shaft aperture 121. Enforcing strips 16 are pro-
vided on external side surfaces of the anvil 14 by way of the
pressing handle elements 11a, 115, which provide extra
strength for the anvil 14. A limiting recess 123 with a rela-
tively larger diameter is formed on the shaft aperture 121 in
the separator 12, and anut 17 is disposed in the limiting recess
123 and sandwiched between the separator 12 and pressing
handle element 11a; a bolt 18 passes through the shaft aper-
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tures 111, 121 and threads onto the nut 17. A blade member 20
is inserted in the first slot 15 of the separator 12 and pivoted
onto the bolt 18 that is disposed through the shaft aperture 121
of the pressing handle member 10 by way of a first through
aperture 21 in the blade member 20. A blade 22 is formed on
the blade member 20 and faces towards the anvil 14. An
adjusting slot 23 is formed in the blade member 20 on a side
of the through aperture 21 opposite to that of the blade 22.
Two connecting members 24 are slidably coupled to the
adjusting slot 23, and the adjusting slot 23 has a sidewall 231
with at least four undulating sections or portions, such that the
connecting members 24 are able to move along the undulating
sidewall 231 for positional adjustment. A connecting aperture
241 is formed at one end of each connecting member 24. The
gripping member 30 has two symmetric gripping handle ele-
ments 31qa, 315 sandwiching an assembly member 32, and the
gripping handle elements 31a, 315 and the assembly member
32 all have a plurality of assembly apertures B; a plurality of
the securing pins 33 respectively pass through the assembly
apertures B. The assembly member 32 is made of plastic or
elastic materials, such as rubber. The assembly member 32
further comprises a storage space 34 on a side facing the
pressing handle member 10, and an oil applicator 341 is set in
the storage space 34. One end of each of the gripping handle
elements 31a, 315 has a second pivot aperture 35; a pin 351 is
placed through the second pivot apertures 35 and the first
pivot apertures 112, 122 of the pressing handle member 10.
The gripping member 30 also has a second through aperture
36 that includes apertures through both gripping handle ele-
ments 31a, 315 and through the assembly member 32. The
second through aperture 36 is disposed on an inner side of the
gripping member 30 with respect to the second pivot aper-
tures 35 and a joint 361 is placed through the second through
aperture 36 and the connecting apertures 241 of the connect-
ing members 24. The assembly member 32 further comprises
a containment section 37 set immediately adjacent to the
second through aperture 36, and an elastic body 371 is dis-
posed in the containment section 37; the elastic body 371
pushes against the pressing handle member 10, sandwiching
the elastic body 371 between the pressing handle member 10
and the gripping member 30. The pressing handle member 10
has an engaging member 19 pivoted onto one end of the
separator 12. An elastic plate 191 is sandwiched between the
separator 12 and the engaging member 19, and the gripping
member 30 has an engaging portion 38 corresponding to the
engaging member 19 such that the engaging member 19
keeps the blade 22 and the anvil 14 closed together.

Please refer to FIGS. 2, 3 and 4. The pressing handle
member 10 has the nut 17 disposed in the limiting recess 123
and sandwiched against the separator 12, and the pressing
handle elements 114, 115 sandwich the separator 12 such that
the shaft apertures 111, 121 of the pressing handle elements
11a, 115 and the first pivot apertures 112, 122 of the separator
12 are aligned. The plurality of securing pin 13 are placed
through the assembly apertures A to assemble together the
pressing handle elements 11a, 115 and the separator 12, and
the securing pin 13 is also pivoted onto the engaging member
19. The elastic plate 191 is disposed between the engaging
member 19 and the separator 12. When the end with the
adjusting slot 23 of the blade member 20 is inserted into the
first slot 15 of the separator 12, the first through aperture 21 is
aligned with the shaft apertures 111, 121, and the blade 22 is
accepted in the anvil 14. Then, the bolt 18 is placed through
the shaft apertures 111, 121 and the first through aperture 21
and locked with the nut 17 set in the limiting slot 123 to
provide a pivot connection for the blade member 20 and the
pressing handle member 10. The two connecting members 24
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are connected to the adjusting slot 23 of the blade member 20,
which completes assembly of the pressing handle member 10.
The gripping member 30 has the oil applicator 341 in the
storage space 34 of the assembly member 32. The handle
elements 31a, 316 sandwich the assembly member 32 and
utilize the securing pin 33 passing through the assembly
apertures B to secure the handle elements 31a, 3156 and the
assembly member 32 together, while the containment section
37 of the assembly member 32 holds the elastic body 371. The
second pivot aperture 35 of the gripping member 30 is aligned
with the first pivot apertures 112, 122 of the pressing handle
member 10, and the pin 351 is placed through the second
pivot aperture 35 and the first pivot apertures 112, 122 of the
pressing handle member 10 to form a pivot connection
between the pressing handle member 10 and the gripping
member 30. One end of the elastic body 371 pushes against
the separator 12 of the pressing handle member 10. The
connecting apertures 241 of the connecting members 24 are
aligned with the second through aperture 36 of the gripping
member 30 and the securing pin 361 is placed through the
connecting apertures 241 and the second through aperture 36
to respectively secure the two ends of the connecting mem-
bers 24 to the blade member 20 and the handle member 30.

For actual usage, please refer to FIGS. 5, 6 and FIG. 2. The
pressing handle member 10 and the gripping member 30 are
able to rotate around the first pivot apertures 112, 122 and the
second pivot aperture 35, when the pressing handle member
10 and the gripping member 30 are pressed together. When
the gripping member 30 moves towards to the pressing handle
member 10, the connecting members 24 limited by the second
through aperture 36 are pushed along the same direction in the
adjusting slot 23 of the blade member 20, and the connecting
members 24 are stopped by the sidewall 231 having four
undulating sections; as a result, the garden shears is able to
provide different stopping positions for different cutting
strengths and cutting efficiencies. While the connecting
member 24 pushes the blade member 20 to rotate around the
bolt 18, the blade 22 moves down towards the cutting slot 141
of the anvil 14 to perform a cutting operation. On the other
hand, when the pressing handle member 10 and the gripping
member 30 are opened apart from each other, the connecting
member 24 is pulled back to the opposite end of the adjusting
slot 23 of the blade member 20 to open the blade 22 and the
anvil 14 apart from each other. For storage purposes, the
engaging member 19 of the pressing handle member 10 is
hooked onto the engaging portion 38 of the handle member 30
to keep the blade 22 and the anvil 14 closed together. Please
refer to FIG. 7. When the blade member 20 needs to be
replaced or sharpened, the connecting member 24 can be
removed from the adjusting slot 23, while the bolt 18 locked
in the shaft apertures 111, 121 and the first through aperture
21 is disassembled such that the blade member 20 can be
directly pulled out of the first slot 15 of the separator 12.
Further, by preventing the nut 17 in the limiting slot 123,
sandwiched between the pressing handle element 115 and the
separator 12, from falling out, it is even more convenient to
exchange the blade member 20.

With the above-mentioned structure, the following benefits
can be obtained: 1. because the pressing handle member 10
has the pressing handle elements 11a, 115 sandwiching the
separator 12 and the blade member 20 pivoted onto one end of
the separator 12, and the gripping member 30 uses the handle
elements 31a, 315 sandwiching the assembly member 32, the
pivot connection between the pressing handle member 10 and
the handle member 30 provides a cutting structure with
greater structural strength. 2. The pressing handle member 10
and the gripping member 30 rotate around the first pivot
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apertures 112, 122, and the pressing handle member 10 and
the blade member 20 rotate around the shaft apertures 111,
121, such that the cutting stress is not concentrated at a single
pivot connection, which can improve the cutting efficiency
and reduce the cutting-induced exhaustion.

Although the present invention has been explained in rela-
tion to its preferred embodiment, it is to be understood that
many other possible modifications and variations can be
made without departing from the spirit and scope of the
invention as hereinafter claimed.

What is claimed is:

1. A garden shears comprising:

apressing handle member having two symmetric pressing
handle elements sandwiching a separator such that the
pressing handle elements, which extend along substan-
tially an entire length of the pressing handle member, are
mounted onto opposite sidewalls of the pressing handle
member, the separator and the pressing handle elements
each respectively having a shaft aperture and a first pivot
aperture at a middle section, and the separator having an
anvil formed at one end thereof and a first slot that
extends through the separator between at least the anvil
and the separator shaft aperture, an enforcing strip
formed outside of the anvil on each of the pressing
handle elements, a limiting recess with a diameter larger
than that of the separator shaft aperture formed in the
separator and outside of the shaft aperture, a nut dis-
posed in the limiting recess and sandwiched between the
separator and one of the pressing handle elements,
wherein a bolt passes through the shaft apertures and
engages with the nut;

ablade member inserted in the first slot of the separator and
pivoted onto the bolt disposed through the shaft aper-
tures of the pressing handle member with a first through
aperture in the blade member, a blade formed on one end
of'the blade member and facing towards the anvil, and an
adjusting slot formed at another end, two connecting
members slidably connected to the adjusting slot, and a
connecting aperture formed at one end of each connect-
ing member; and

a gripping member having two symmetric gripping handle
elements sandwiching an assembly member such that
the gripping handle elements, which extend along sub-
stantially an entire length of the assembly member, are
mounted onto opposite sidewalls of the assembly mem-
ber, one end of each gripping handle element having a
second pivot aperture, a pin placed through the second

10

15

20

25

30

35

40

45

6

pivot apertures and the first pivot apertures of the press-
ing handle member, the gripping member further having
a second through aperture extending through the grip-
ping handle elements and through the assembly mem-
ber, the second through aperture disposed inwardly with
respect to the second pivot apertures, and a joint placed
through the second through aperture and the connecting
aperture of each of the connecting members.

2. The garden shears as claimed in claim 1, wherein the
pressing handle elements and the separator all have a plurality
of'assembly apertures, and a plurality of securing pins respec-
tively pass through the assembly apertures to sandwich the
separator between the two pressing handle elements.

3. The garden shears as claimed in claim 1, wherein the
gripping handle elements and the assembly member all have
a plurality of assembly apertures, and a plurality of securing
pins respectively pass through the assembly apertures.

4. The garden shears as claimed in claim 1, wherein the
assembly member further comprises a containment section
disposed adjacent to the second through aperture and an elas-
tic body is disposed in the containment section, and the elastic
body pushes against the pressing handle member and is sand-
wiched between the pressing handle member and the gripping
member.

5. The garden shears as claimed in claim 1, wherein the
separator and the assembly member are both made of plastic
or elastic materials.

6. The garden shears structure as claimed in claim 1,
wherein the pressing handle member has an engaging mem-
ber pivoted onto one end of the separator, an elastic plate
sandwiched between the separator and the engaging member,
and the assembly member has an engaging portion corre-
sponding to the engaging member such that the engaging
member keeps the blade and the anvil closed together.

7. The garden shears as claimed in claim 1, wherein the
adjusting slot has a sidewall with at least four undulating
portions, such that the connecting members are able to be
moved along the undulating portions of the sidewall for posi-
tional adjustment.

8. The garden shears as claimed in claim 1, wherein the
anvil has a toothed arced surface, and a cutting slot is formed
at a center position of the arced surface.

9. The garden shears as claimed in claim 1, wherein the
assembly member further comprises a storage space at a side
facing the pressing handle member and an oil applicatorin the
storage space.



